
    

Chapeau
Flush Mount 4CCT

  Fixture Type:
  

Catalog Number:
  

Project:
  

Location:

      Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   FM-49416    16"
 

   2700K
   3000K
   3500K
   4000K
 

   BK    Black
   WT    White
 

  24 W
  24 W
  24 W
  24 W
 

  2580
  2580
  2580
  2580
 

  1170
  1170
  1170
  1170
 

      Example:  FM-49416-40-WT

For custom requests please contact customs@waclighting.com
 

DESCRIPTION
 

  A fabric shade caps a white, etched opal diffuser, bringing timeless elegance
to rooms graced with its presence.
 

FEATURES
 

• Fabric shade with glass diffuser
• Built in color temperature adjustability. Switch from
2700K/3000K/3500K/4000K
• 0-10V dimming option (LDS065M010AFE-LO1) available (special order), unit
dimensions: 3.4" x 1.2" x 0.5"
• ACLED driverless technology
 
  

  SPECIFICATIONS

  Color Temp: 2700K,3000K,4000K,3500K

  Input: 120 VAC,50/60Hz

  CRI: 90

  Dimming: ELV: 100-10% ,TRIAC: 100-5%

  Rated Life: 50000 Hours

  Standards: ETL, cETL,Title 24 JA8 Compliant

Damp Location Listed

  Construction: Aluminum body, fabric and glass diffuser
  
  

REPLACEMENT PARTS
 

  RPL-GLA-49416 - RPL Glass for FM-49416

  RPL-SHA-49416-BK - RPL Shade for FM-49416-BK

  RPL-SHA-49416-WT - RPL Shade for FM-49416-WT

  

 FINISHES:

White Black

 LINE DRAWING:
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